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Dali

IP 20 IK02 80° 110° 19

L80B10 250

NEW

Dali

IP 20 90° 19 L70B50 170

Dali

IP 20 110° 22 L70B50 200

1006345 288

1003050 289

1001344 289

Up 2000lm 4000KDown 3000lm Down 3750lm 3000K
3800lm 4000K Down 3150lm 3000K

3350lm 4000K

I-PENDANT PRO
PD, 1195x295mm, DALI

120-277V ~50/60Hz | 1000mA 
Systemleistung: 43W
Material: Aluminium / Polymethylacrylat (PMMA)

CRI 
80

PANEL 60
PD, rund, DALI

120-277V ~50/60Hz | 1000mA 
Systemleistung: 43W
Material: Aluminium / Polymethylacrylat (PMMA)

CRI 
80

Variante Art.Nr. EUR

weiß
3750lm | 3000K 1003048 373,00

weiß
3800lm | 4000K 1003049 373,00

grau
3750lm | 3000K 1003050 373,00

grau
3800lm | 4000K 1003051 373,00

Variante Art.Nr. EUR

weiß
3150lm | 3000K 1003044 324,00

weiß
3350lm | 4000K 1003045 324,00

grau
3150lm | 3000K 1003046 324,00

grau
3350lm | 4000K 1003047 324,00

INDOOR | PENDELLEUCHTEN


